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Aluminium folding sliding shutters
System RFSL
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Stop diagrams

• All designs with an even or uneven number of sashes, up to a maximum of 8 per side, are possible.

Folding sash distribution

Examples

0 – 3R 3 sashes

Inside

Outside view

Outside

2L– 2R 4 sashes

Inside

Outside view

Outside

0 – 4R 4 sashes

Inside

Outside

Outside view

The stop diagrams are sketched as if viewed from inside. 
The term 2L-4R stands for 2 sashes left (L) and 4 sashes 
right (R).6L– 6R 12 sashes

Outside view

Inside

Outside

• Limited operability
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Measuring instructions | RFSL

Dimension X Dimension Y

min. max. min. max.

Type A 0 mm 45 mm

Type B 0 mm 65 mm

Type 1 60 mm 110 mm

Type 2 –35 mm 45 mm

Type 3 35 mm 60 mm

Type 4 –1000 mm 60 mm

Dimensions X/Y

Handle / closure height
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Bottom edge of sash

 Specify the clear height.
 Select the type for the top (type A/B) and bottom (type 1/2/3/4) guide.
 Specify dimension X for the top and dimensions Y and Z for the bottom guides.
  Specify a handle / closure height. The sashes are held open by a pull catch installed centrally 

(see drawing "Handle / closure height").
 Note the min./max. dimensions (see Tab. "Dimensions X/Y").

• Sash width of max. 600 mm
• Only for models with fixed slats or centres.
• The sash package can only be positioned at right angles to the façade when open.
• With an uneven number of sashes, an additional fastening is required when open.
• Include a 2nd pull catch when height of sash is over 2000 mm.

•  RFSL hinges, bright*, pre-installed (for load-carrying and guide parts and between the sa-
shes), included in the pre-installation price per sash

•  Top pull catch, pre-installed* with plastic handle pre-installed** (surcharge for pre-installation of handle)
•  Pull catch installed centrally with counterpart*, pre-installed** (surcharge for pre-installation)
•  Sash height of 2000 mm or more: second pull catch** pre-installed** (surcharge for pull catch 

and pre-installation); can be omitted at customer‘s request
•  Ball catch pre-installed** in the event of an odd number of sashes (surcharge for ball catch and 

pre-installation)
•  Runner rails and guide rails, undrilled (running metre prices for anodised or coated design); 

pre-drilling as an option (á = max. 400 mm), free of charge
•  Other options on request

*Included in hardware package **Surcharge

Standard hardware

Dimension specifi cations

Please observe the following:
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Measuring instructions | RFSL

Folding of sashes (folding outwards) Protection against flashover

 CAUTION

Danger of injury/property damage caused by sashes that roll over too far

  Secure the opened sash packets so that they cannot roll more than 90°. This fl ashover 
protection is to be provided by the customer.

• For flashover protection, the following items are optionally available to order from EHRET:

Protection against flashover

131790 left, 250 mm
131791 left, 400 mm
131792 right, 250 mm
131793 right, 400 mm

Arrester for shutter 
with bracket

131616

Rubber stop buffer

10016 white
10017 black
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Shutter guide at top | System RFSL

Type A (header installation) Type B (wall installation)
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Important!
• If the ceiling juts out into the sash area, dimension X must be at least 5 mm.
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Shutter guide at bottom | System RFSL

Type 1 Type 2

D
im

en
si

o
n

 Z
 

(a
t 

le
as

t 
5 

m
m

)

D
im

en
si

o
n

 Y

D
im

en
si

o
n

 
Y

R
ef

er
en

ce
 d

im
en

si
on

C
le

ar
 h

ei
gh

t

C
le

ar
 h

ei
gh

t

D
im

en
si

o
n

 Z
 

(a
t 

le
as

t 
5 

m
m

)

R
ef

er
en

ce
 d

im
en

si
on

2nd pull catch
optional; recommended 
as of 2000 mm!

2nd pull catch
optional; recommended as 
of 2000 mm!

Dimension Z = Clear height to bottom edge of sash
Dimension Y = Nose of guide rail to bottom edge of sash

Dimension Z = Clear height to bottom edge of sash
Dimension Y = Nose of guide rail to bottom edge of sash
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Shutter guide at bottom | System RFSL

Type 3 Type 4
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2nd pull catch
optional; recommended 
as of 2000 mm!

2nd pull catch
optional; recommended 
as of 2000 mm!

Dimension Z = Clear height to bottom edge of sash
Dimension Y = Bottom edge of guide rail to bottom edge of sash

Dimension Z = Bottom edge of guide rail to bottom edge of sash
Dimension Y = Bottom edge of guide rail to bottom edge of sash

Important!
• If the fl oor juts out into the sash area, dimension Y/Z must be at least 10 mm.
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EHRET GmbH
Bahnhofstrasse 14 - 18
D - 77972 Mahlberg
Tel. + 49 (0) 78 22 / 439 - 0 
Fax + 49 (0) 78 22 /439 - 217
www.ehret.com
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OFFER ORDEROrder form | Folding sliding shutters | System RFSL
Date Page of
Your address and signature

Your customer number
Your processor
Preferred delivery date

 Surface Colour system Colour number
Frame  FSM  RAL 

 Silk gloss  NCS
 Wood fi nish  VSR

 Various
Insert  FSM  RAL

 Silk gloss  NCS
 Wood fi nish  VSR

 Various
Rail and   FSM  RAL 
guide rail  Silk gloss  NCS

 Anodised (standard) VSR
   Various

Number of Number of 
sashes

Clear Clear 
dimensions

Shutter guide Shutter guide 
at top

Shutter guide Shutter guide 
at bottom
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Order

Shutter type 

Ocean Line plus  yes
Hardware pre-fitted  yes  

Standard   yes 
hardware
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Additional information | Folding sliding shutters | System RFSL
Your customer numberDate Page of Order

Item Additional information



A company of the Schenker Storen Group

Made in Germany
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